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Parklex Facade

Westwood Health Centre (Dublin, Ireland)

High-density stratified timber panels for
external use.

Parklex Facade is a high-density stratified timber panel Parklex Facade includes Everlook®, a special overlay that
manufactured from kraft paper treated with resins thermoset dramatically increases the normal life of the panel, improving
under high pressure and temperature, finished with natural UV resistance and colour stability. It also allows for the de-
timber veneers highly resistant to UV radiation and atmos- velopment of new panels with an extensive range of finishes.

pheric agents.

Finish ran
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Ambar Antra Copper Gold Onix Quartz Rubi Silver

Surface characteristics Panel construction

Smooth. Traditional Parklex finish. PVDF Antigraffiti overlay

Reveals the simple, natural beauty of the — Everlook®

wood it is manufactured with. Natural timber veneer
HPL core
Natural timber veneer
Balancing film

HPL core

Parklex is manufactured from fine timber veneers, therefore the colour and grain of different batches will exhibit natural variations. Due to the limitations of
printed media, the finishes printed in this catalogue are merely an approximation of their real color. For this reason, before placing any order, Parklex
recommends consulting our sales personnel to request actual samples

FIRE REACTION (UNE EN 13.501-1) PANEL DIMENSIONS

Other thicknesses may be available upon request



arklex 700

(1) Panels manufactured from joined timber
veneers. There may be as many as 12 veneer
pieces in each full panel (16 in the case of
stained finishes).

(2) Available only in a Smooth surface
finish.

The Minerva Bath

Thermae Bath Spa (Bath, United Kingdom)
Architect: Nicholas Grimshaw & Partners
Photographer: Matt Cardy

Parklex 700 is a high-density stratified natural timber panel,
made from kraft paper that has been treated with thermoset
resins compressed under high pressures and temperatures,
finished with natural timber veneers.

Finish range
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Ambar (2) Antra (2 Ayous Natural Black (2 Cherry (1) Copper (2) Eucalyptus (1) Museum Ash (1)
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Grey Beech (1) Natural Beech (1) Green Beech (1, Maple (1) Walnut (1) Quartz (2)
Natural Oak (1) Reconstituted Oak (1) ~ Rubi (2 Sapelli (1) Silver (2) Wengue (1) Natural Zebrano (1)

Surface characteristics Special finishes

Woodskin®. A finish that allows youto ~ Smooth. Traditional Parklex finish.
feel the grain and subtlety of natural  Reveals the simple, natural beauty of the
timber. wood it is manufactured with.

Panel construction

. . Chequerplate Rubber  Smooth Rubber Chequerplate (3) Perforated
Moisture resistant overlay

Natural timber veneer
HPL core

Natural timber veneer
Balancing film

HPL core



Parklex 500

(1) Panels manufactured from joined timber
veneers. There may be as many as 12 veneer
pieces in each full panel (16 in the case of
stained finishes).

Marqués de Riscal Hotel,

The Luxury Collection (Alava, Spain)
Architect: Frank O. Gehry

Project manager: César Caicoya

Natural timber ceiling and wall finishes.

Parklex 500 is a timber panel manufactured from 100% natural
timber fibres, pressed under high temperatures and impreg-
nated with thermoset resins using our exclusive Gureprex

system.
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Ayous Natural Bamboo (1) Black Cherry (1) Eucalyptus (1) Museum Ash (1)
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Grey Beech (1) Natural Beech (1) Green Beech (1) Maple (1) Walnut (1) Onix Natural Oak (1) Reconstituted Oak (1)

Rubi Sapelli (1) Wengue (1) Natural Zebrano (1)

Panel construction

Surface characteristics

Woodskin®. A finish that allows you to

. ~——— Gureprex wear resistant overla
feel the grain and subtlety of natural P y

timber. Natural timber veneer
Resin bonded WBP plywood core
~ HPL balancer
Wood
Acoustics

Parklex 500 acoustic is designed for
interior wall and ceiling finishes requiring
high levels of acoustic absorption.

It is machined in different forms and
dimensions allowing for the desired level
of acoustic performance.

Slots Perforated

Parklex is manufactured from fine timber veneers, therefore the colour and grain of different batches will exhibit natural variations. Due to the limitations of
printed media, the finishes printed in this catalogue are merely an approximation of their real color. For this reason, before placing any order, Parklex
recommends consulting our sales personnel to request actual samples.

FIRE REACTION (UNE EN 13.501-1) PANEL DIMENSIONS
Spec. m Length x width Smooth thickness

Other thicknesses may be available upon request



Parklex 2000

Internal

(1) Panels manufactured from joined timber
veneers. There may be as many as 12 veneer
pieces in each full panel (16 in the case of
stained finishes).

Beroa Bar (Guipuzcoa, Spain)
Design: Formak Studio

Parklex 2000 is a natural timber floating floor made from the
highest quality veneers, impregnated using our exclusive
Gureprex system. This provides extraordinary qualities of
dimensional stability and resistance to both abrasion and
humidity.

Antra Ayous Natural Bamboo (1)

Grey Beech (1) Natural Beech (1) Green Beech (1) Maple (1)

Rubi Sapelli (1) Wengue (1) Natural Zebrano (1)

Surface characteristics

Matt. A finish that provides a high quality,
comfortable surface appearance that only
authentic natural timber can provide.

Panel construction

Gureprex wear resistant overlay
Natural timber veneer

Resin bonded WBP plywood core
HPL balancer

Walnut (1) Onix

Eucalyptus (1)

Museum Ash (1)

Natural Oak (1) Reconstituted Oak (1)

Maintenance and cleaning

Maintenance. The non-porous nature of
the surface prevents the penetration of
dirt. Parklex 2000 requires no specific
stripping or re-finishing.

Resistance to abrasion

Resistance to abrasion = AC4

Cleaning. Mop with water and (neutral)
gel soap.



Parklex 3000

(1) Panels manufactured from joined timber
veneers. There may be as many as 12 veneer
pieces in each full panel (16 in the case of
stained finishes).

Parklex 3000 is a high-density stratified timber panel, impreg-
nated using our exclusive Gureprex system. It may be adhered

to any type of support material (fiboreboard, MDF, fibre cement,
galvanised steel etc.) normally used to construct full access

floors.

Finish

Ayous Natural Bamboo (1 Black Cherry (1) Eucalyptus (1) Museum Ash (1)

Grey Beech (1 Natural Beech (1 Green Beech (1, Maple (1) Walnut (1) Onix Natural Oak (1) Reconstituted Oak (1)

Rubi Sapelli (1) Wengue (1) Natural Zebrano (1)

Panel construction

Surface characteristics

Matt. A finish that provides a high quality,
comfortable surface appearance that only Gureprex wear resistant overlay

authentic natural timber can provide. Natural timber veneer

HPL balancer

Wood



Parklex " Projects

1. Leeds Valley Park
Leeds, United Kingdom.
Architect: dn-a. www.mydn-a.com

2.Marqués de Riscal Hotel
The Luxury Collection.
Alava, Spain.
Architect: Frank O. Gehry
Project manager: César Caicoya
Parklex 2000

3.Puerta de America Hotel
Madrid, Spain.
Architect: Jean Nouvel
Parklex 2000

4.De La Pefia Station
Bilbao, Spain.
Architect: GPD Studio
Parklex 500

5. Hospital
Korea.
Architect: Seo hae-cheon
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